
General information

Design
Open combination marker with sturdy barbs. Small 
width and height sizes.

Material
Cadmium and silicon free rigid pvc in accordance with 
Partex formula.

Colours
Standard colours yellow and white and international 
colour code for 0-9.

Print
Hot stamped.

Text
Alphanumerical and special characters.

Multi character marking
See separate product information.

Facts

Temperature range
Shape permanent between –30°C and +60°C (–22°F 
and +140°F).

Resistance
The product is tested according to Partex Product Test 
Programme by the Swedish Test and Research Institute 
and has the following test properties:

- Flammability resistance according to UL94-V0.
- Resistant to uv radiation, corresponding to 1  

year outdoorsin the south of Sweden.
- Resistance to chemicals meets Partex Product   

Test Programme.
- Resistance to temperature and ageing meets  

norms of Partex Product Test Programme.

For application in hostile enviroments, please contact 
Partex for information.

PC
WIRE MARKING

• Open marker sleeve for already connected 
wires. 

• Securely positioned with help of barbs. 

• Twist-protected for secure combination  
marking. 

• Fast snap installation. 

• Four sizes cover mostly used wires and 
cables. 

Single character marking
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 Dimensions in mm (nominal)
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Type designation Height (H) Width (B) Text height

PC-10003 3.6 3.7 2.6

PC-20003 4.2 4.5 2.6

PC-30003 5.5 5.7 2.6

PC-40004 6.7 6.9 4.0

Article number Diameter/AREA/inch Sleeve length Number of characters Packaging Strips or loose, cut
marking sleeves

PC-10003*V¤&.# ~2.4 – 3.0 MM
~0.4 – 1.5 MM2
.094” – .1 18”

3 MM 1

An entire strip pack prises 5 
smaller bags, each containing 

200 markers

(1O strips of 2O markers or 
200 loose markers)

 
Totally 1OOO markers

Strip pack, 1OOO pcs
(5 X 2OO)

PC-20003*V¤&.# ~3.1 – 4.0 MM
~1.5 – 3.0 MM2
.1 18” – .157”

3 MM 1 Strip pack, 1OOO pcs 
(5 X 2OO)

PC-30003*V¤&.# ~4.0 – 5.0 MM
~3.0 – 4.0 MM2 
.157” – .197”

3 MM 1 Strip pack, 1OOO pcs
(5 X 2OO)

PC-40004*V¤&.# ~5.0 – 6.2 MM
~4.0 – 5.0 MM2
.197” – .244”

4 MM 1 Strip pack, 1OOO pcs
(5 X 2OO)

For safe function, this type of marking must not be used for diameters over and above the recommended range.
*= Packaging, A= Cut markers. P= Marker strips.
V = Hot stamped
¤ = Sleeve colour according to the international colour code. 
& = Character colour black or white. For other colours, please contact Partex.
# = Character.
N.B! If you wish neutral/blank markers, please exchange the letter »V« TO »N«.
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