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ADD DIMS

12/14/10

BMA

3.00

[.118 in]
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[.118 in]

4.50

[.177 in]
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[.248 in]

.80

[.031 in]

2 PLS
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[.039 in]

4 PLS

PCB LAYOUT
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CIRCUIT: SPST

OFF/(ON), MOMENTARY
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BLUE LED

-
+

LED COLOR BLUE

NOTES:

 1. ALL DIMENSIONS IN MM

 2. GENERAL TOLERANCE: X.X = ±0.4

                                     X.XX = ±0.25 

 3. RATING: 50mA, 12VDC

 4. TRAVEL: 0.2 ±0.1

 5. OPERATING FORCE: 160 ±50gf

 6. CONTACT RESISTANCE: 100m-Ohms MAX

 7. CONTACT MATERIAL: SILVER

 8. OPERATING LIFE: 500,000 CYCLES

 9. INSULATION RESISTANCE: 100M-Ohms MIN

10. DIELECTRIC STRENGTH: 500VDC FOR 1 MINUTE

11. LED COLOR: BLUE

12. OPERATING TEMPERATURE: -40° C to 85° C 

13. 2011/65/EU (ROHS) COMPLIANT

14.     DENOTES CRITICAL PARAMETER
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LED SPECS UNITS BLUE LED

FORWARD CURRENT mA 20

FORWARD VOLTAGE V 3.1 TYP. - 3.8 MAX

LUMINOUS INTENSITY
mcd

1300 TYP.

C 19925

REVISED AND REDRAWN

05/09/11

BMA

7.00

[.276 in]

8.00

[.315 in]

5.80

[.23 in]

11.90

[.47 in]

4.40

[.173 in]

3.00

[.118 in]
5.00

[.197 in]

4.50

[.177 in]

.70

[.028 in]

6.30

[.248 in]

2.30

[.091 in]

3.00

[.118 in]

.20

[.008 in]

.30

[.012 in]

6.00

[.236 in]

3.00

[.118 in]

CAP COLOR: 

TRANSPARENT

(PES MATERIAL)

5.00

[.197 in]

D
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update, Dim. 12.00 to 11.90, 4.50 to 4.40 12/10/18

MW

.90

[.035 in]

7.40

[.291 in]

.40

[.016 in]


